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"YANKEE" TOOLS 


are now a part of 

(STANLEY] 

The Tool Box of the World 


North Brothers Manufacturing Company, makers 
of Yankee” Tools and "Yankee-Handyman” 
Tools, joined hands with Stanley in May 1946 
bringing together two famous lines of tools under 
one management, and giving the slogan STAN¬ 
LEY — THE TOOL BOX OF THE WORLD 
greater meaning than ever before. 

“Yankee” Tools continue to be made in 
Philadelphia by the same skilled workers, but 
with the added advantages of Stanley’s research 
facilities — laboratories, engineering designers, 
distributors, etc. at their service. 

Address all communications regarding "Yankee” 
Tools to: 

NORTH BROTHERS MFG. CO. 

Philadelphia 33, Pa. 


No. Y 41 


Printed in U. S. A. 




HOW TO CHOOSE A TOOL 

★ ★ ★ 


Whether you’re a fine mechanic earning your living by the 
speed and skill of your hands, a home craftsman with 
pride in your work, or a handyman around the house, it 
will pay you well to ask two questions of any tool before 
you buy it. 

1. WILL IT MAKE THE JOB EASY? 



It’s easy to drive a screw 
overhead by using a 
"Yankee”Spiral Ratchet 
Screw Driver. 


It will if it’s a "Yankee”. 

The tools shown in this book have 
SO years of manufacturing experience 
behind them. Each is a labor-saver, 
capable of doing more jobs better and 
with less effort then was possible before 
its invention. We firmly believe that 
fully half the popularity of "Yankee” 
Tools is in the fact that they literally 
do "make good mechanics better”, 
quicker and more accurate. 

There’s a "Yankee” Tool for your 
job! You will recognize it instantly. 


2. WILL IT GIVE ME LONG, HARD SERVICE? 


Yes, if it's a "Yankee”. 

The worst bargain in the world is a 
poorly made tool. It fails you when you 
need it most. It breaks, wears, and ruins 
your disposition as well as your work. 

A quality tool, on the other hand, — a 
“Yankee” Tool — is a source of pride 
and satisfaction for many years. Tt is an 
eager servant to the mechanic and abso¬ 
lute master of the work. It is the most 
economical toolyou can own in the end. 

“Y ankee” Tools are made from 
materials of the highest quality, expertly 
machined to careful tolerances, with 



This blade is being tested 
for strength and temper. 


unusual reserves of strength. Each blade 

and bit and drill point is individually hand-tested. “Yankee” repu¬ 
tation with mechanics is “the utmost in quality and durability ” 
That is why it will pay you to insist upon the brand name 
“Yankee” on the tools you buy. 
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"First of the Labor-Savers" 

THE RATCHET SCREW DRIVER 

A "Yankee" Ratchet Screw Driver will save you time and 
effort. Your first good grip on the handle doesn't have to 
he released until the screw is in or out. You simply turn 
the handle back and forth and the finger-touch control 
makes it drive screws, draw screws or set the blade as a 
rigid screw driver. The ratchet does the work and you save 
your muscles. You work faster whether you are a carpenter, 
machinist, production-worker or handyman, 
because you never have to grip-and-let- 
or repeatedly place the blade in the slot 
screw. 

"Yankee" Ratchet Screw Driver hla<L^^ 
are special alloy steel — carefully hardenecf^^y 
tempered and polished. The ratchet mechair^^jp 
isms are sensitive yet extremely dura hie. 

Each tool is made for long, hard service. 

The most popular types are shown on this 
and the next page. 

For Quick, Light Work 




W|gK«|g|gg| 


No. 15 




No. 15 “Yankee” Hatchet Screw Driver. 
Kspecially designed for small screws in 
radios, cars, electrical appliances and the 
like. The conveniently small handle and 
knurled finger grip makes it easy to start 
small, wobbly screws - you turn the blade 
with thumb and first finger on the knurled 
finger grip while holding the tool firmly 
with the palm of your hand. Then, when the 
final hard turn is to be made, you grip the 
handle and drive it home. 

Removing a screw is just as easy. One 
hard turn to loosen it, after which you run 
it out with thumb and finger. 

To own this quick-acting tool, ask to see 
“Yankee” No. 15. It comes in blade lengths 
of 2, 3, 4, 5, 6 and H inches. All blades are 



Don’t tire your wrist on 
jobs where there are 
many small screws. Work 
with a "Yankee” No. 15 
ratchet screw driver and 
let your thumb and finger 
do it qnicklv . 

" in diameter. 













THERE’S A "YANKEE” RATCHET 
SCREW DRIVER FOR EVERY JOB 


For Regular to Heavy Service 



V 

\ 

x 4// 



\No. 10A "Yankee” Ratchet Screw 
Driver. To drive a screw, place shifter 
in notch toward the work; to draw a 
screw, toward the handle. In the 
center it is rigid. You can buy this 
tool in the following sizes: 


Electrician, handy man or 
production-line assembler — 
>ou will find it quicker and 
easier to do many screw- 
driving jobs with a "Yan¬ 
kee” Ratchet Screw Dri\er. 



Once you’ve started a screw, the 
"Yankee” Ratchet Screw Driver 
lets you hold the work with the 
other hand ... is kept in slot 
until the Bcrew is driven. 


Blade Diam. Bar Overall 

3 " A" i 5 /s" 

4" K" 8H" 

5 " w 9y 2 " 

6 " %■;' ny/ 

«' %” 13 Vi' 


Stubby Strength 



No. 12 “Yankee” Ratchet Screw 
Driver. Electricians, gunsmiths anti 
other mechanics will especially appre¬ 
ciate this sturdy handful. Its blade is 
only one inch long, but it is in 
diameter. The overall length of ”Yan¬ 
kee” No. 12 is five-and-a-half inches. 
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"YANKEE" TOOLS MAKE GOOD MECHANICS BETTER 


"YANKEE-HANDYMAN” 
RATCHET SCREW DRIVER 



No. 2H "Yankee-Handyman” Ratchet Screw Driver is 
one of the smallest tools we make, yet one of the most 
convenient and time-saving numbers in our line. It has 
genuine "Yankee” quality at a surprisingly low price. The 
handiest tool you can imagine for electrical appliances, 
light sockets, radios, toys, automobiles, guns, fishing reels 
or any of a hundred and one things around the home. Just 
move the handle to and fro to drive or draw small screws 
quickly. Shifter can be adjusted for either right or left 
ratchet. Length of blade, 1 % inch; overall length of screw 
driver, 45^6 inches. An amazing value! 



"Versa tile” is the word for 
this popular little Ratchet 
Screw Driver. 
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[STANLEY) the tool box of the world 


"YANKEE” SPIRALS 

World's Fastest and Best-Liked 
Automatic Screw Drivers 

They turn while you push. For half a 
century, that labor-saving fact has 
made ankee” Spiral Ratchet Screw 
Drivers the pride of every mechanic 
w ? ho wants action for his effort. As you 
push the handle, the ingenious double - 
spiral grooves in the shaft make the 
blade revolve and the screw is driven 
smoothly and powerfully home. Then, 
with a flick of the ratchet, the same 
power and smoothness are at your com¬ 
mand to remove a screw. Or, another touch on the ratchet and you 
have a firm!v locked rigid driver for any use you w ish to make of it. 

Fifty years of improvement have made “Yankee'’ Spirals prac¬ 
tically perfect tools. Their advantages are — greater simplicity, 
compactness, strength, durability and ease of operation. Their ratchet 
mechanism is designed for severe service conditions. They are ideal 
for the assembly line and, of course, first choice w ith discriminating 
mechanics in all fields. Available in two 8tyles - - standard and 
“quick-return.*’ 

Increase Production 
through speed with 
safety 

The drive of a "Yankee” 

Spiral lets you work in 
cramped quarters with 
more comfort. No 
skinned knuckles, no 
ruined screw slots by 
trying to work from an 
angle. Driving screws 
this way requires less 
effort and less time. 

Motion study proves 
“Yankee" Spiral Screw 
Drivers fast and efficient. 
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"YANKEE" TOOLS MAKE COOP MECHANICS BETTER 


There’s a 

"YANKEE” SPIRAL SCREW DRIVER 
For Every Job 
Standard Style 

These strong, easy-to-use time-savers 
have right and left-hand ratchet ad¬ 
justments. They drive and draw 
screws or can be set in rigid position 
by an easy and positive shifter. A set 
of 3 blades of different widths and 
thicknesses accompanies each. 

The standard size tool is "Yankee’’ 
No. 304. It is 13 inches long with bit 
in chuck when closed, and 1834 inches 
when extended. 

For heavier work and larger screws 
use "Yankee” No. 31A. It is 16M 
inches long with bit in chuck when 
closed and 25 inches extended. 

A lighter tool with knob handle, 
"Yankee” No. 35 
works fastest with 
small screws. It is 9 }/$ 
inches long, closed, 
including#bit, and 
12 % inches when 
extended. 


How the standard "Yankee” 
Spiral is held. The left hand 
steadies the tool and the screw 
hy holding a freely revolving 
chuck sleeve. For "quick- 
return” type "Yankee” Spiral 
Ratchet Screw Drivers, please 
see next page. 





















STANLEY] THE tool box of the world 




You Can Work with One Hand with 
QUICK-RETURN "YANKEE” 
Spiral Ratchet Screw Drivers 


These are the finest of spiral screw drivers. 
They embody the most important improve¬ 
ment upon this type of tool ... a "quick- 
return" spring, which causes the handle to 
come back automatically after each stroke 
of the driver. It is especially useful when 


driving screws in deep, narrow or awkward 
places — or overhead, where operator’s left 
hand cannot conveniently hold chuck. Each 
“Yankee” Quick-Return Spiral comes with 
three bits of different 
widths and thicknesses. 

The standard size is 
"Yankee” No. 130A. 

Length with bit in chuck, 
spiral extended — 20 
inches; closed, 14% bi. 

A heavier tool for larger 
screws is “Yankee” No. 



131A. Length with bit 
in chuck, spiral extended 
— 28 inches; closed, 
19% inches. 

For small screws, specify 
No. 135. Length with bit 
in chuck, spiral extended 
—-13% inches; closed, 
10% inches. 


A "Yankee” Spiral with 
quick-return lets you drive or 
remove the longest screw while 
using only one hand. 


The spring re¬ 
turns the handle 
after each thrust, 
leaving the blade in 
the screw slot, so 
that repeated drives 
can be made with 
one hand. 




Nt>. 130 A 























"YANKEE" TOOLS MAKE GOOD MECHANICS BETTER 


GET EXTRA USES FROM 
YOUR "YANKEE” SPIRAL SCREW DRIVERS 
WITH THESE ACCESSORIES 


STANDARD SCREW DRIVER BITS 

Same as furnished with 
"Yankee” Spiral Drivers. 
Available as replacements, 
in sets of 3 assorted, or 
in individual sizes. Bits 
for Nos. 30A, 130A, 31A 
and 131A Drivers are 
overall. Bits for Nos. 35 
and 135 Drivers are 3" overall. Order by number as listed below. 



For Non. 
30 A, 130A 


For Nos. 
31A,131A 


No. 3011 3012 3013 3111 3112 3113 

width tip w %" y i2 " K” Hi" 

Tip thickness .030 .035 .040 .035 .040 .040 

Catalog Nos. for sets of 3 assorted bits: For 30A 
for 31A, 131A — 3110; for 35, 135 — 3510. 


For Nos. 
35, 135 


3511 3512 3513 

¥2" 3 /i6" W 

.020 .025 .030 

130 A — 3010; 



CHUCK ADAPTER DRILL SET 

With these attachments you 
can drill holes in wood from 
V 16 to 1 1^4 inch. Drill point 
fits into chuck adapter and 
the two together are then 
placed in chuck of spiral 
screw driver in the same 
manner as a regular bit. 
Order Chuck Adapter and 
Drill Point Sets by number. 

For Quantity of 

No. Drivers Drill Pts. 

309 30A, 130A 8 — 

319 31 A, 131A 8 —H«-W 
359 35, 135 3 — 



HEAVY-DUTY BITS 

Made of special-analysis 
steel for driving sheet- 
meta I or self-ta pping screws. 



For Nos. 

30 A, 130A 

For IN os. 

31A, 131A 

For Nos. 
35, 135 

No. 

3041 3042 3043 

3141 3142 

3143 

3541 

Length overall 

3" 3" 3" 

3" 3" 

3" 

iy 2 n 

Width tip 

.218 .250 .281 

.250 .281 

.312 

.156 

Tip thickness 

10 

.025 .032 .040 

.040 .048 

.060 

.025 

































COUNTERSINK 

For reaming hole lor head 
of screw. High quality steel 
for hard and soft woods. 
No. For Drivers 

3030 30A, 130 A 

3130 31 A, 131A 

3530 35, 135 

BIT WITH CENTERING SLEEVE 

Spring-mounted bit auto¬ 
matically finds slot of screw 
and prevents slipping. 




No. 

Length over all 
Diameter sleeve 
Length sleeve 
Width of hit at tip 
Thickness at tip 


For Nos. 

30A, I30A 

For 
31 A, 

Nos. 

131A 

For Nos. 
35, 135 

3051 

3053 

3152 

3153 

3551 

2%" 

3¥ 

3%" 

3W 

2%" 

.375 

.500 

.500 

.625 

.375 

1*6" 

w 

w 

l ll /f 6 " 

1" 

.218 

.281 

.281 

.312 

.156 

.030 

.035 

.035 

.042 

.023 


HEAVY-DUTY SOCKETS 

Special alloy steel for driv¬ 
ing self-tapping, sheet- 
metal screws as well as hex 
nuts and hex-head screws. 
Made in hexagon style only. 
Order by number. 



For Nos. 30A. 

130 A 

For Nos. 31 A, 

131 A 

For Nos. 35, 135 

No. 

Size 

No. 

Size 

No. 

Size 

3061 

M" 

3161 

w 

3561 

He" 

3062 

.290 

3162 


3562 

X" 

3063 

W 

3163 

%" 

3563 


3064 

l !4" 

3164 

H" 



3065 

W 

3165 

.377 



3066 

.377 

3166 

w 



3067 

He" 

3167 

H" 



3068 

K 2 " 

3168 

%' 





3169 

W 




"YANKEE”-PHILLIPS 
SCREW DRIVER BITS 

For driving Phillips re- 
cessed-head screws. Avail¬ 
able for "Yankee” Spiral 
Screw Drivers — order by 
number. 

Point 

Size For Screws 

1 4 and smaller 

2 5 to 9 inc. 

3 10 to 16 inc. 

4 18 and larger 



For Nos. For Nos. For Nos. 

30 A. 130A 31A, 131A 35, 135 


No. 301 No. 311 No. 351 

No. 302 No. 312 No. 352 

No. 303 No. 313 

No. 314 


























"YANKEE" TOOLS MAKE GOOD MECHANICS BETTER 


Spiral Screw Drivers NJ YANKEE 

at Popular Prices HANDYMAN 


“Yankee-Handyman" Tools were de¬ 
veloped expressly for the householders. 
Their prices are within reach of all. For 
driving screws, drawing screws, boring 
holes and countersinking them, “Yan- 
kee-Handyman" Tools as their name 
implies are just what the householder 
needs. 

This is the No. I33H fr Yankee- 
11 andyman” Spiral Ratchet Screw 
Driver with the "quick return" spring 
which automatically sends the handle 
hack for another push. Its overall 
length with bit, spiral extended, is 9% 
inches. Regularly equipped with 
bit. Other useful accessories are avail¬ 
able for use with Handyman Screw 
Drivers. See next page. 



A push or two with a 
,f \ ankee-Hantlymair’ 
Screw Driver and the 
screw goes home, quickly 
and firmly. 



Hollow Handle Spiral Screw Driver 



hit or drill point you want to 
use. A "complete tool,” just 
right and handy about the 
house or shop. 


This popular screw driver is similar to 
“Yankee-Handyman’’ No. ]33H but 
with the added advantage of a trans¬ 
parent magazine handle containing: 
One each H, H and %" H Drill 
Points for boring holes and a bit for 
small screws. A }/£' bit is supplied in 
chuck of driver. Overall length of No. 
233II with spiral extended, including 
hit, is 10". 
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(Stanley) the TOOL BOX OF THE WORLD 


NO. 330H 


f # YANKEE ACCESSORY 

Handyman pak 

No. 330H Pak completes tlie convenience of 
“Yankee-Handyman” Spiral Screw Drivers. 
With these extra parts you can drill holes, 
countersink them, also drive small screws. 


These items are contained 
in No. 33011 Accessory Pak: 
Oneeach Vu'WVu'W and 
Drill Points.One countersink 
that reams out hole for 
hea l of screw. Screw Driver 
Pit for small screws. Bit is 
> 62 ,r wide at tip. 

All of the above acces¬ 
sories can he bought sepa- 
ately. 




NO. 333H DRILL POINT SET 

Your No. 33H, 133H or 

23311 “Yankee-Handyman*’ 
is quickly converted into a 
Drill by merely inserting one 
of these drill points in the 
chuck. Drill points are of im¬ 
proved type with larger shank 
which fits directly into the chuck of the screw driver. No supple¬ 
mentary chuck adapter is required. Set contains one each H, 
%"lf and %"H points. 



PHILLIPS RECESSED HEAD BITS 

No. 331 No. 1 pt. for screws 
No. 4 and smaller 

No. 332—No. 2 pt. for screws 
Nos. 5-9 inclusive 

As extra parts of "Yankee-Handvman’’Spiral Screw Drivers you 
can also buy these "Yankee’* Phillips Bits in two sizes — No. 1 and 
No. 2 point. They are handy for driving or drawing the popular 
Phillips recessed-head screws used in automobiles, furniture, appli¬ 
ances, etc. Order bv number. 
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"YANKEE" TOOLS MAKE GOOD MECHANICS BETTER 


LOOK FOR "YANKEE” STRENGTH 
and toughness in a Rigid Screw Driver 



“Yankee” does more than use special 
alloy steels, hardened and tempered to 
withstand both bending and breakage. 
We test every blade before it leaves our 
factory. We also anchor each firmly in 
its handle. 

The "bolster construction” shown at 
right is incorporated in Nos. 90 and 95 
“Yankee” Screw Drivers for slotted 
screws and the Heavy Duty No. 901 
series "Yankee”-Phillips Screw Drivers 
lor recessed-head screws. This "bolster” 
(A) has four teeth extending its entire 
length. When these are pre.s forced into 
the handle, it cannot possibly iurn. Then 
the bolster is punched at (B) into a nick 
in the blade, so that the blade cannot 
pull out and an offset (C) in the blade 
fits into the bolster to keep it from turn¬ 
ing. It makes a screw driver that stands 
much abuse. 



The handle will not turn or loosen under this 
powerful twist. 
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Standard Blade 



Blades are carefully hardened and tempered for driving 
all types of screws. Bolster construction insures a tight 
fitting handle and a strong driver. 18 inch size has double- 


;rip handle. 

No. 

Blade 

Diameter 

Overall 

90 

134 ' 


4 34 " 


2" 

w 

5 34 ' 


3" 

Vii' 

734 ' 


4" 

w 

934 " 


5 " 

He" 

1034 ' 


6" 

He" 

113 *' 


8" 

H" 

14" 


10" 

34 ' 

1634 ' 


12" 

34 ' 

1834 " 


15" 

%' 

2134 ' 


18" 

He" 

2634 " 


Cabinet 

Blade 




These Drivers with narrow blades and tips make them 
ideal for electrical, cabinet and similar work. Bolster 


construction. 

No. 

Blade 

Diameter 

Overall 

95 

134 ' 

He" 

434 ' 


234 " 

He" 

634 " 


334 ' 

He" 

734 " 


134 ' 

He" 

834 " 


534 " 

He" 

934 " 


634 " 

He" 

1034 " 


834 ' 

%" 

13" 


1034 ' 

%' 

15 " 


1234 ' 

%' 

17" 


1534 " 


20" 
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"YANKEE" TOOLS MAKE GOOD MECHANICS BETTER 


Drivers for Phillips Screws, Heavy Duty 



"Yankee” Bolster Construction Handles are hardwood, black satin 


finish. 

No. 

Point Size 

Fits Phillips Screws 

Overall 

901 

1 

No. 4 and smaller 

OK" 

902 

2 

Nos. 5 to 9 inclusive 

9 X” 

903 

3 

Nos. 10 to 16 inclusive 

11 

904 

4 

No. 18 and larger 

13K" 


Drivers for Phillips Screws, Standard Duty 



No. 

Point Size 

Fits Phillips Screws 

Overall 

941 

1 

No. 4 and smaller 


942 

2 

Nos. 5 to 9 inclusive 

9" 

943 

3 

Nos. 10 to 16 inclusive 

ny/ 

944 

4 

No. 18 and larger 

uy 


"YANKEE” COMPO-TUFF SCREW DRIVERS 



High grade plastic-handled screw drivers, made with individually 
tested special alloy steel blades. The handles are "Compo-Tuff” a 
practically unbreakable plastic that is shock resisting and will not 
soak up oil or water. 

Ideal screw drivers for electricians, auto mechanics and others 
who want a long lasting driver. 


No. 

Blade 

Diameter Bar 

Overall 

92 

IK" 

yy 

3 7 4" 


4" 

Vi" 

lYi 


6" 

54" 

9V% 


8" 

Hr 

mv 
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A NEW TYPE of TOOL which 
solves the hard-to-reach problems 


"YANKEE” 

OFFSET RATCHET SCREW DRIVERS 


Imagine a vest-pocket tool which seats a number 14 screw 
easily; which has the power of big rigid eight-inch screw 
driver and which needs only an inch or so of clearance: 
Imagine a tool for driving slotted screws, hollow screws 
or Phillips recessed-head screws as easily as sharpening a 
pencil and which does it in "impossible” spots! That’s the 
"Yankee” offset line of tools. 



Powerful, compact; blades and 
adapters of special alloy steel, 
properly hardened and tempered. 
Ratcheted so that the slightest 
swing of the arc gives you quick, 
sure, powerful action in driving or 
drawing. "Yankee” Offset Ratchet 
Tools are essential in shop or home. 


A "Yankee” Offset reaches 
screws in the most inaccessi¬ 
ble places. 



If you can see it you can 
turn it. 



















"YANKEE" TOOLS MAKE GOOD MECHANICS BETTER 


Three Handy Home or Shop Tools 

"YANKEE” 

OFFSET RATCHET SCREW DRIVERS 

Pocket-size drivers that are suitable for driving 
self-tapping screws as well as other screws. 
Handles of all drivers nickel plated. 



"Yankee” No. 3400. It's only 3long hut il 
seats a No. 14 screw. Equipped with and 3 s" 
blades. A vest-pocket giant! 



r *A ankee” No. 3300. A larger size especially 
adapted for larger screws. Two ratchet blades 
3 s' and of hardened alloy steel. long. 




Two sizes of ”Yankee” Offset Ratchet Drivers 
for use with Phillips recessed-head screws. 
Por mechanics and all home and automobile 
owners. 3long. 

No. 3412 1, and 2 points for Phillips screws 

No. 9 and smaller. 

No. 3423 2 and 3 points for Phillips screws 

Nos. 5 to 16. 
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A "YANKEE” 

ALL-PURPOSE OFFSET TOOL 




Here is a picture of " Yankee” No. 3600, an offset ratchet handle of 
extreme strength, simplicity and convenience. Note that it holds 
adapters for regular slotted screws, Phillips recessed-head screws, 
hollow set and cap screws. Note the knurled spinner on each 
adapter, with which the screw can be spun up quickly and easily 
to the point where leverage is needed. The adapters are alloy steel, 
dull black. 


"YANKEE” ADAPTERS FOR NO. 3600 OFFSET HANDLE 

No. 

3611 Adapter — Size of Key for No. 8 Set Screw & Nos. 3, 4 Cap Screws 

3612 Adapter — Size of Key for Nos. 10-12 Set Screws & Nos. 5, 6 Cap Screws 

3613 Adapter — Size of Key for W 1 Set Screw & No. 8 Cap Screw 

3614 Adapter — Size of Key 5 /fc/' for V\* Set Screw & Nos. 10, i2 Cap Screws 

3615 Adapter — Size of Key W for ;i / Set Screw & Cap Screw 

3616 Adapter — Size of Key Yl for 7 \” Set Screw & Yu" Cap Screw 

3617 Adapter — Size of Key l A" for Yi-* Set Screws 

3618 Adapter — Size of Key h /{§ for Y" Set Screw & Cap Screws 

3601 Slotted Screw Driver Adapter x .035" 

3602 Slotted Screw Driver Adapter A A* x .045" 

3631 Phillips Screw Driver Adapter No. 1 Point 

3632 Phillips Screw Driver Adapter No 2 Point 

3633 Phillips Screw Driver Adapter No. 3 Point 

3634 Phillips Screw Driver Adapter No. 4 Point 


"YANKEE” OFFSET KIT 


Handy pocket kit for the 
mechanic who needs a screw 
driver to lit various sizes of 
hollow head set screws and 
cap screws. Kit is red anti 
transparent plastic with pock¬ 
ets to hold adapters. Kit 
contains No. 3600 handle 
and one each hex keys Nos. 
3611, 3612, 3613, 3614, 3615, 
3616, 3617, 3618. Adapters 
for slotted screws and Phillips 
recessed-head screws can he 
added as required. 


No. 3600-9 
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"YANKEE" TOOLS MAKE GOOD MECHANICS BETTER 


THESE TAP WRENCHES 
are Designed for Mechanics 


There are three outstanding features of "Yankee” Tap Wrenches 
which show the thought given to their design. (1) The little 
knurled knob on top for starting the tap or hacking out. (2) The 
crossbar handle is held in the most convenient position by 
friction. (3) Famous "Yankee” ratchet enables you to work in 
tight places. A slight back and forth movement of the crossbar 
is enough to make the tap cut. 


No. 251A illustrated, is 4% inches long and holds taps up to 
r, i6 inch. A longer one is available. This is No. 1251A — 13 inches 
over all and takes taps up to % inch. It has plenty of 

reach. No. 250A (illustrated) 
has same general construc¬ 
tion as No. 251A excepting 
it is smaller; 334 inches 



long and holds taps up to 
inch. 
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*' Yankee” ratehet aiul efficient desigi 
thread the tough jobs easily. 





























IT IS EASY TO BORE HOLES 


It is, you bet, when the boring is 
done with a "Yankee” Automatic 
Push Drill. Take No. 41, for ex¬ 
ample. You just push on the handle 
of this sturdy, dependable tool to 
bore holes in either soft or hard 
wood. Without splitting the wood, 
either. A spring sends the handle 
hack for the next stroke, reversing 
the drill point on the return action, 
to clear away the chips. No. 41 is 
sturdy and dependable. An im¬ 
proved type chuck makes it easy 
to insert drill points and holds them 
positively so they cannot pull out 
while in use. Overall length with 
drill point in chuck, 1134 inches. 


ankee” Automatic Push Drill No. 41. 
The magazine handle holds eight drill 
points, from to 11 64 inch. When maga¬ 
zine is opened, the drill points are ex¬ 
posed and you can easily select the one 
you want. 

The drill turns smooth!* when you 
push and is returned hy a spring in 
handle. 















































"YANKEE" TOOLS MAKE GOOD MECHANICS BETTER 


This Drill has 

SEVEN ADJUSTABLE TENSIONS 


Here is another "Yankee*” Automatic Drill. This one. 
No. 44, can be adjusted for just the right pressure with 
small drills, large drills, hard wood or soft wood. When 

using fine drills in hard wood, 
turning the handle cap to the 
left eases the tension. With 
larger drills, a turn or two of 
the cap to the right increases 
tension. You can make seven 
adjustments with the No. 44 
and prevent breaking many a 
drill point. Like the No. 41, it 
is equipped with eight drill 
points from HfS inch to 
inch in the magazine handle 
which opens toward chuck. 
You’ll like working with either 
the Nos. 41 or the 44 "Yankee” 
Automatic Drills. Overall 
length with drill point 
chuck, 1134 inches. 



in 


EXTRA "YANKEE" DRILL POINTS 

Sold in sets of 8 in wooden box, or in straight sizes, one dozen to 
the box. Available according to following table: 


No. 


Dian 


No. 


¥/ 


Diam. 

~w~ 


8 




No. 9 — Set of 8 Drill Points (sizes to n 4i) 





















































"YANKEE” 

Plain Hand and Breast Drills 


Favorites with mechanics in all fields. Knurled Chucks have a '’‘bull¬ 
dog” grip that holds drills tight. All have solid gears and pinions 
with machine cut teeth. Hardwood Handles. 



No. 1431A“This is a particularly handy-sized drill for the elec¬ 
trician, serviceman, etc. It’s short in length and compact for use in 
close quarters. Single speed. 3-jaw chuck for round shank drills up 
to %> mch. Solid hardwood handle. Length over all only 9% inches. 



No. 1446 — Two speeds. Capacity to % inch round shanks. 3-jaw 
chuck. Detachable magazine handle of hard wood. Over all length, 
14J^ inches. 



wo-speed Breast Drills. Capacity to 3^ inch. 2-jaw chuck for round 
or square shank drills, or 3-jaw chuck for round shank drills only. 
Screw driver hit on side handle. Steel spindle with adjustable ball 
hearing. 

No. Style of Chuck Length Overall 


1455 

455A 


3-jaw 
2-jaw 


16^ inches 
17 inches 
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"YANKEE" TOOLS MAKE GOOD MECHANICS BETTER 


You’ll like the "YANKEE” continuous ratchet 


Mechanics often have to drill in close quarters, where you 
can’t make a complete revolution of a drill crank. That’s 
where the "Yankee” continuous ratchet comes in. Any 
movement of the crank, forward or backward, turns the 
drill to the right. Great stuff in tight places. 

On the "Yankee” Ratchet Breast and Hand Drills 
there are five ratchet-adjustments: 



No. 1545 Hand Drill. Two speeds. Thrcc-jaw chuck with % 
inch capacity. Five ratchet adjustments. Overall length, 
16 inches. Holds round-shank drills up to % inch. 

No. 1555 Breast Drill. Two-speed Hatchet Breast Drills. 
Capacity to Yl inch. With 2-jaw chuck (No. 555A) for 
round or square-shank drills or 3-jaw (No. 1555) for round 
shanks only. Adjustable breast plate has polished face. 
Removable side handle contains screw driver bit. Adjust¬ 
able ball bearing on spindle. 

No. Style of Chuck Length Overall 

1555 3-jaw 17 inches 

555A 2-jaw 18 inches 


1. Plain drill 

2. Left-hand 
ratchet 

3. Right-hand 
ratchet 

4. Continuous 
ratchet 

5. Gears lock 

These drills not 
only save time 
and labor, com¬ 
pared with other 
tools for the same 
purpose, but they 
work in ways and 
places where other 
drills can't be 
worked at all. The 
two shown here 
are representa¬ 
tive. 

Drilling out broken 
studs on both strokes 
of a short arc, you can 
drill holes straight and 
clean. 
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COMPACT RATCHET HAND DRILL 



IIere‘s one of the most popular numbers in the whole "Yankee” 
Ratchet Hand Drill line. It’s our No. 1530A, and has won wide 
general use by mechanics in all trades, by amateurs and handy men 
as well. 

It’s only 10 inches long and weighs but a pound and a quarter. 
Y T ou can slip it into your coat pocket, yet it has all five ratchet adjust¬ 
ments like the larger "Yankee” drills. It's certainly compact and 
convenient for boring holes in wood and metal of every description. 

Single speed. 3-jaw chuck, % inch capacity. 


"YANKEE” DRILL CHUCKS 
ACCURATE AND EFFICIENT 



Examine one of these "Yankee” Drill Chucks and you'll want to 
own it. The Bodies are of brightly finished steel. Conveniently 
knurled. Jaws are hardened tool steel. The Straight Shanks are 
accurately turned to half-inch diameter. Bit Brace Shanks are square- 
taper-milled to fit Braces, Two-Jaw Breast Drills and other tools. 
The following sizes are available: 



Chuck 

Outside 



Capacity 

Diameter 

Length 

No. 1593 Straight Shank 

0 to K" 

1" 

4J^" 

No. 1594 Straight Shank 

0 to J *" 

1H" 

5" 

No. 1595 Straight Shank 

o to y 2 " 

\y 2 * 

sy 8 " 

No. 1593-BB Bit Brace Shank 

0 to w 

i" 

4" 

No. 1594-BB Bit Brace Shank 

0 to 8g" 

iw 

4 W 

No. 1595-BB Bit Brace Shank 

o to y 2 n 

l w 

4 












"YANKEE" TOOLS MAKE GOOD MECHANICS BETTER 


We consider this the 
WORLD’S FINEST BIT-BRACE 



There’s something very business-like about the ’'Yankee” 
Ratchet Bit Brace No. 2100. It’s well proportioned, nicely 
balanced. From its ball bearing, hard rubber head to its 
ball bearing, bulldog-grip chuck, you somehow know this 
tool is going to last you a lifetime . . . and do a first class 
job every time. 

It holds round, square or tapered bits—round shanks up 
to Vi inch diameter and square shanks up to % inch across 
corners. And we do mean "holds”. Just try boring with it, 
even in the toughest wood. Pull up on the bit brace, and 
the auger and shavings will come with it. No leaving the 
auger behind in the hole. 

And that ratchet, like all "Yankee” ratchets, is a joy to 
work with. A mere touch of the finger shifts to left, or 
right, or "neutral”. It gives a positive shift and a smooth, 
quiet, powerful ratchet. The ratchet shifter is encased in 
bronze to keep out dust and moisture. 

The handles are hard rubber. They wont break, warp, 
shrink, bind or crack. A patented "Yankee” method pre¬ 
vents excessive play in the sweep handle. 

No. Sweep 

2100 8 inches 

10 inches 
12 inches 
14 inches 
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To give your auger bits 
A LONGER REACH 

Now and again, you want to bore a hole 
that is deeper than the overall length of 
your auger. Sometimes, you can bore half 
way through from each side and match 
up, if you have a good eye. But it’s more 
practical to use a ef Yankee” Bit Extension. 
The pictures tell you, better than words, 
how it looks and how it works. 

There are no jaws to get out of order in 
this bit extension. "Yankee” uses a 

strong, simplified socket. It holds a large 
range of square shanks and holds them 
securely. A special feature prevents 

jamming of bit in socket. The tapered 

end is accurately 
machined. No. 
2150 follows bits 
*H6 inch and 
larger . Four 
lengths are avail¬ 
able; 15, 18, 21 
and 24 inch. 

"Yankee" 
No. 2150-> 


Sturdy steel aiul a solid 
square-cut socket give 
real strength to this hit 
extension. 

















"YANKEE" TOOLS MAKE GOOD MECHANICS BETTER 


Mechanics Consider 
"YANKEE” Vises Tops 


for Convenience 


ff \ankee” \ises come with and without swivel bases. But 
let's talk about those with the swivel base, for here is the 
very Jast word in convenience. Take bench work for in¬ 
stance. Your job is in the vise. You want to take it over 
to the drill press, say, or the milling machine. Without 
disturbing the work now held in position bv the jaws, you 
simply detach the vise from the base ... do the other 
operations . . . and bring the vise back to your bench, 
put it back on its swivel. Correct alignment is thereby 
maintained from start to finish. This means accuracy, 
convenience and the saving of time. 

"Yankee” Vises are machined square and true on base, 
both sides and one end. They can be clamped in practi¬ 
cally any position when removed from their swivel base. 
The picture sequence herewith will show’ a typical job 


with "Yankee” Vise No. 1993. 



A steel bar has been 
put in the V-bloek for 
holding round stock 
and locked in the vise. 
Then the vise, with 
the work in it, has 
been removed from 
its base on the bench 
to a surface plate, 
where the work is 
accurately marked. 
















^Stanley j the tool box of the world 
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The vise is returned to 
its swivel base, screwed 
to the bench. Work is 
being center-punched 
for drilling. 



The vise, holding work 
in its original align¬ 
ment, now goes to the 
drill press. Nothing 
is disturbed. Accuracy 
is maintained in this 
convenient, time-saving 
way. 


Held in the original 
position in the ^Yan¬ 
kee” Vise, the work is 
transferred to the bed 
of the milling machine. 
From start to finish, 
accurate alignment is 
preserved. The vise 
now goes back to the 
bench and the swivel 
base, and the work is 
removed, having been 
accurately drilled and 
milled. For the indus¬ 
trial user “Yankee” 
vises provide jigs at 
low cost. 
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"YANKEE" TOOLS MAKE GOOD MECHANICS BETTER 


"YANKEE” VISES WITH SWIVEL BASES 

This style, with swivel base, is made in four handy sizes. Each is 
equipped with a grooved Y-block for holding round or irregular work. 



No. 1991 No. 1992 


No. 1993 No. 1994 


Base, Length 
Base, Width 
Jaws, Opening 
Jaws, Depth 
Jaws, Width 
Length, over all 
Swivel Base, 
Diameter 
Height, over all 
See next page 
Vises Nos. 1992 a 


3^j inches 

1 1 2 inches 

1inches 
inches 

1 V 2 inches 

4 inches 


4J^ inches 
2 inches 
l ir, i6 inches 
134 inches 
2 inches 
6 inches 


inches 
2% inches 
3 y% inches 

1 inches 
2% inches 
8% inches 


10}^ inches 
4 inches 
4 inches 
2}/g inches 
4 inches 
12 inches 


2 * 1 * * 4 * l /2 inches 3J^ inches 4j/£ inches inches 

3J^ inches 4J/g inches 6% inches 7% inches 
for "Yankee” Vise Clamps suitable for use with 
nd 1993. 


"YANKEE” VISES WITHOUT SWIVEL BASES 

Four sizes as above, without swivel bases. Each supplied with a 
grooved V-block for round or irregular work. Ask your dealer for 
“Yankee” No. 991, No. 992, No. 993 or No. 994. See next page for 
“Yankee” Vise Clamps suitable for use with Nos. 992 and 993. 
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"YANKEE” Vise Clamps increase utility 
of "YANKEE” Vises 


These are useful accessories. They hold work rigidly for drilling and 
other machining operations, make work easier and the results accu¬ 
rate. They can be applied to the slotted face plate of drill press. 
They have slotted holes and are provided with a ^ inch x 3 inch 
machine bolt and wing nut. Long slotted hole in base allow* the 
clamp to be swung to various positions on the face plate for drilling, 
tapping, filing and so forth. Made in two sizes only: 


No. 2992 Clamp for 
"Yankee” Vises No. 

992 and 1992. 

No. 2993 Clamp for 
"Yankee” Vises No. 

993 and 1993. 




' Yankee” Vise (.lamp bolted on face plate of a 
drill prerttt. It holdg the vise containing the work 
firmly, accurately, and therefore saves time. 


NO. 990 "YANKEE” GENERAL UTILITY VISE 
WITH SWIVEL JAW 

Can be fastened to bench with "C” clamp or screws. Can also be 
used for drill press work or other machining operations. Base and 
sides accurately machined to hold work squarely on face plate. 
V-groove in front jaw holds round work rigid and parallel. Tapered 
pieces and irregular shapes are held firmly by a removable swivel 
jaw, made of case-hardened steel. No swivel base is available for 
No. 990 and it is not intended for use with "Yankee” Vise Clamps. 
Length of base, 5% inches; jaws open without swivel, 3 inches; jaws 
open with swivel inserted, 2 % inches; depth of jaws, 1% inch; 
width of jaws, 2^g inches; length over all, 6% inches; height over 
all, 2 inches. 
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“Yankee” Angle Vises reduce 
set-up costs. Vise can he tjuicklv 
and easily removed from swivel 
base for work on bench or ma¬ 
chine. 


These 66 Y a 11 k e e” 

\ngle Vises are espe¬ 
cially adapted to ma¬ 
chine shop use — for 
drilling, milling, grind¬ 
ing, sawing and filing 
work at difficult angles. 

They hold the work securely and by means of positive 
adjustment lock, the correct angle is rigidly maintained. 
You’ll find one of these Angle Vises indispensable in the 
workshop for quick set-up where the job requires speed 
and precision. 

Made in two sizes, with or without swivel base. 


"YANKEE” 
ANGLE 
' VISES 


Without Swivel Base W itli Swivel Base 



No. 3992 

No. 3993 

No. 4992 

No. 4993 

Base, Length 

6" 

8K" 

6" 

8 K" 

Base, Width 

2M" 

3 K" 

2K" 

3 W 

Jaws, Opening 

1%" 

3K" 

l’Ke" 

3Ks" 

J awSi^Depth 

IK" 

i w 

IK" 

IK" 

Jaws, Width 

2" 

2^4 " 

2" 

2K" 

Height, Overall 

2 K" 

4 K" 

4K" 

6 K" 

Length, Overall 

6K" 

9K" 

6K" 

9K" 

Swivel Base Diameter 



3K" 

4 K" 
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